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●	Compress	and	hold	the	
	 Quick	Release	mechanism.

●	Pull	off	the	steeering	wheel	from		
	 the	wheel	base	axle.

●	Press	or	“pinch”	and	
	 hold	the	Quick	Release	
	 mechanism.

●	 Insert	storage	pin.

●	Release	the	Quick	Release	
	 mechanism.

DETACHING THE STEERING WHEELATTACHING THE STEERING WHEEL 

●	Remove	storage	pin.

●	Align	wheel	base	axle	to	correct	position.

●	Press	togther	or	“pinch”	
	 and	hold	Quick	Release	mechanism.

●	Slide	the	steering	wheel	onto	
	 the	wheel	base	axle	up	to	
	 the	mechanical	limit.

●	Release	the	Quick	Release	
	 mechanism.

Make	sure	you	installed	and	operate	the	wheel	base	
and	the	F1®	steering	wheel	firmware.	You	can	obtain	it	
from	our	official	website	(www.fanatec.com),	refer	to	
download	section.



BUTTON MAPPING

# Button no. PC Function PS4TM

1

D-pad left D-pad left

D-pad right D-pad right

D-pad up D-pad up

D-pad down D-pad down

25 Cross

2
Joystick Joystick

26 Cross

3 21 PS

4 9 SHARE

5 10 OPTIONS

6 11 R3

7 8 L2

8 12 L3

9 7 R2

10 2 Cross

11 3 Circle

12 4 Triangle

13 1 Square

14 6 L1

15 5 R1
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SHIFTER CALIBRATION

CENTRE CALIBRATION

To	enter	shifter	calibration	mode,	simultaneously	press	the
tuning	button	and	the	button	highlighted	below.

If	a	centre	calibration	is	needed	(e.	g.	after	firmware	update
of	the	wheel	base)	when	using	the	steering	wheel	you	need	
to	 press	 the	 tuning	 button	 as	 highlighted	 on	 the	 picture	
below	to	enter	tuning	menu.
When	tuning	menu	is	active	press	the	analogue	stick	and	the	
FunkySwitchTM	simultaneously	to	calibrate	the	wheel	centre.

Tuning	Button

Tuning	Button

TUNING OPTIONS

MODES

To	 enter	 tuning	 menu,	 press	 tuning	 button.	 To	 navigate	
inside	 the	menu,	use	 the	 right	FunkySwitchTM.	Press	 it	up	
or	down	to	access	5	setups.	Press	FunkySwitchTM	 right	or	
left	to	go	through	the	options	and	turn	the	FunkySwitchTM	to	
change	option	values.

To	 switch	 between	modes	 simultaneously	 press	 and	hold	
the	two	buttons	highlighted	below,	for	one	second.
The	wheel	base	LED	indicates	the	active	mode:
●	Red	means	PC	mode
●	Blue	means	PS4TM	mode*
●	Purple	means	compatibility	mode*

Tuning	Button
FunkySwitchTM

* not applicable for every Fanatec wheel
base, please check the individual user
manuals of your Fanatec wheel base.


